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	 Teilenummer	 FM-461
	
	Bauteilbeschribung	 Attenuation 40 dB from 110 kHz to 50 MHz Transient suppression 
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	Hersteller	 INTERPOINT [Interpoint Corporation Company]
	
	Direct Link	 http://www.interpoint.com
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	Ähnliche Teilenummer - FM-461



	
	Hersteller	Teilenummer	Datenblatt	Bauteilbeschribung
	

Interpoint Corporation ...	
FM-461
	


197Kb / 11P	   EMI INPUT FILTERS 28 VOLT INPUT

	
FM-461F/ES
	


197Kb / 11P	   EMI INPUT FILTERS 28 VOLT INPUT







More results












	Ähnliche Beschreibung - FM-461



	
	Hersteller	Teilenummer	Datenblatt	Bauteilbeschribung
	

Interpoint Corporation ...	
FME270-461
	


920Kb / 11P	   Attenuation to 50 dB at 500 kHz Operating temperature -55째 to 125째C

	
FMD28-461
	


807Kb / 8P	   Attenuation to 50 dB at 500 kHz Up to 7 A throughput current

	
FMCE-1528
	


1Mb / 13P	   Attenuation to 70 dB at 500 kHz, typical Transient rating -0.5 to 80 V for 1 second

	

MICORO CRYSTAL SWITZERL...	
MCSO6
	


278Kb / 2P	   From 10 kHz up to 155 MHz

	
MCSO2
	


319Kb / 2P	   From 10 kHz up to 225 MHz

	
MCSO1
	


415Kb / 2P	   From 10 kHz up to 225 MHz

	

Interpoint Corporation ...	
FMCE-0328
	


1Mb / 10P	   Attenuation to 60 db at 500 kHz, typical Operating temperature -55째 to 125째C

	
FMCE-0528
	


934Kb / 10P	   Attenuation to 60 dB at 500 kHz, typical Operating temperature -55째 to 125째C

	
FMCE-0828
	


1Mb / 11P	   Attenuation to 60 dB at 500 kHz, typical MIL-STD-461C CE03

	

M/A-COM Technology Solu...	
MAATCC0008
	


707Kb / 6P	   Attenuation: 1.0 dB steps to 15 dB
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